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Monitoring wells MW-7S and MW-7D shall be installed at the proposed location. 
This location shall be initially sampled utilizing a VAS technique. Sample 
intervals shall not exceed 10 feet. Geologic deposits shall be continuously 
logged using either a split spoon sampler or sonic sampling device. Well 
installation shall occur at the intervals approved by the DEQ. 

Sampling of wells shall be in accordance with Attachment 5 of the October 22, 
2004 MDEQ Operational Memorandum NO.2. All samples shall be unfiltered. 
Filtered samples may be taken in addition to unfiltered samples. 

If GFI/BBPC wishes to use a site specific background concentration above generic 
residential Part 201 criteria, then a minimum of three background wells shall be installed 
at the DEQ approved locations and depths. These wells shall be sampled quarterly for 
two years and a site specific background determined and submitted to the DEQ for 
approval. 

Current site data suggests that GFI/BBPC may be responsible for the elevated metals in 
nearby residential wells. In accordance with Rule R299.5526 of Part 201 , please supply 
any previously sampled resident with exceedances of iron or manganese in their 

. residential well above Part 201 health based criteria with bottle water as an interim 
response measure. 

If you have any questions, or wish to discuss this further, please feel free to contact me 
at 517-241-1358. 

Sincerely, 

Eric A. Chatterson 
Groundwater Perm its Unit 
Permits Section 
Water Bureau 
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